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STEAM TRAP MONITORING SYSTEM, INSULATION AND PIPING UPGRADES
coLD REPLACE
STEAM TRAP DRAWING e | Blev. | TRAP MODEL. MEG. & COUIPMENT NG WORK RAP TRAP | REMOVE | REPAIR STEAM/| STEAM o_m___wm_w,m SERVICE mWM/w »_/w__wo RELOCATE | REMOVABLE | oo e
TRAP TAG LOCATION REFERENCE NO. | AREA | ooc ey PIPE SIZE PIN SERVED COND REMARKS REQUIRED | MoNITOR | REPLACE/ | TRAP& | CONDENSATE TRAP UNIONS VACUUM STRAINER | oNDENSATE TRAPS TO INSULATION | | qei o MISC.
NO. LOCATION REPAIR PIPING LEAK DEDUCT DEDUCT ALT BREAKERS PIPE OUTSIDE AHUS JACKETS
ALT NO. 1 NG, 2
SUB BASEMENT STAIRWELL #8 MECH. ROOM 02 ) STEAM MAIN N
41 S o e L S e 3-SB-2 2 F 3 3/4" SPIRAX FT-30 12 b OK | STEAM TRAP IS OK. WHEN WORN, REPAIR WITH TUNSTALL 1FP-SA-30 FACE PLATE REPAIR KIT. INSPECTED 7/26/12. X
SUB BASEMENT STAIRWELL #8 MECH. ROOM 02 ] STEAM MAIN e
42 D DRI Al 3-SB-2 2 F 3 3/4" ARMSTRONG 15-B3 12 oy coO | STEAM TRAP IS COLD OUT OF SERVICE. IF REQUIRED, REPAIR WITH TUNSTALL 1RK-15-B3 FACE PLATE REPAIR KIT. INSPECTED 7/26/12. X X
SUB BASEMENT STAIRWELL #8 MECH. ROOM 02 ] STEAM MAIN e
43 S e L e 3-SB-2 2 F 3 3/4" ARMSTRONG 15-B3 12 v cO | STEAM TRAP IS COLD OUT OF SERVICE. IF REQUIRED, REPAIR WITH TUNSTALL 1RK-15-B3 FACE PLATE REPAIR KIT. INSPECTED 7/26/12. X X
SUB BASEMENT STAIRWELL #8 MECH. ROOM 02 ] STEAM MAIN N
44 D R Al 3-SB-2 2 F 3 3/4" SPIRAX FT-30 12 oy coO | STEAM TRAP IS COLD OUT OF SERVICE. IF REQUIRED, REPAIR WITH TUNSTALL 1FP-SA-30 FACE PLATE REPAIR KIT. INSPECTED 7/26/12. X X X
SUB BASEMENT STAIRWELL #8 MECH. ROOM 02 ] STEAM MAIN STEAM TRAP IS OK. HAS NEW 3/4" SPIRAX B1H-125 INVERTED BUCKET TRAP. WHEN WORN, REPAIR WITH SPIRAX #80004 REPAIR KIT.
45 MED. PRESSURE DRIP AT WALL 3-SB-2 2 B 2 3/4" SPIRAX B1H-125 50 DRIP OK | \NSPECTED 7/26/12. X X
SUB BASEMENT STAIRWELL #8 MECH. ROOM 02 ] STEAM MAIN STEAM TRAP IS OK, BUT SHOWS WEAR. WHEN WORN, REPLACE WITH NEW 3/4" SPIRAX B1H-125 OR 3/4" ARMSTRONG #811-125 INVERTED
46 HIGH PRESSURE DRIP AT WALL 3-8B-2 2 D 2 3/4" SPIRAX TD-52 115 DRIP OK [ BUCKET STEAM TRAP. INSPECTED 7/26/12. X X
SUB BASEMENT STAIRWELL #8 MECH. ROOM 02 ) STEAM TRAP IS OK. WHEN WORN, REPAIR WITH SPIRAX #80001 REPAIR KIT. 5 FT OF 3/4" 10 PSIG BARE STEAM PIPE NEEDS INSULATION.
a7 AC-24 STEAM COIL 3-SB-2 2 B 3 3/4" SPIRAX B1H-15 10M | STEAM COIL OK | REPLACE HOFEMAN AIR VENT WITH TUNSTALL VB-3/4 STEAM SERVICE VACUUM BREAKER. INSPECTED 7/26/12. X X
48 mmﬂﬂﬂﬂﬂﬂ%zq STAIRWELL #8 MECH. ROOM 02 3-SB-2 2 B 6 3/4" SPIRAX B1H-15 10 | UNITHEATER co |STEAM TRAP IS COLD OUT OF SERVICE. IF REQUIRED, REPAIR WITH SPIRAX #80001 REPAIR KIT. INSPECTED 7/26/12. X X
SUB BASEMENT STAIRWELL #8 MECH. ROOM 02 . STEAM MAIN STEAM TRAP IS OK. HAS NEW 3/4" SPIRAX B1H-125 INVERTED BUCKET TRAP. WHEN WORN, REPAIR WITH SPIRAX #80004 REPAIR KIT.
49 AC-24 STEAM SUPPLY DRIP 3-SB-2 2 B 6 3/4" SPIRAX B1H-125 10 DRIP OK INSPECTED 7/26/12. X
51 SUB-BASEMENT DOOR #9 COL. N30 3-SB-4 4 B 1 3/4" SPIRAX B125H125 115 mqmw__,»\__w\_zz OK | STEAM TRAP IS OK. WHEN WORN, REPAIR WITH SPIRAX #80004 REPAIR KIT. INSPECTED 7/26/12. X
2/4" PROFICIENT STEAM MAIN STEAM TRAP IS COLD-PLUGGED. REPLACE STEAM TRAP WITH NEW 3/4" SPIRAX B1H-125 OR 3/4" ARMTRONG 811-125 INVERTED BUCKET
52 SUB-BASEMENT COL. 24 3-SB-4 4 D 3 S NOLOGES TaEBI2 115 v CP  |STEAM TRAP. HAS COPPER DISCHARGE CONDENSATE PIPING. COL L-29 14" DIA X 26" LONG HIGH PRESSURE STEAM EXPANSION JOINT X X
NEEDS INSULATION. INSPECTED 7/24/12.
. STEAM MAIN STEAM TRAP IS COLD OUT OF SERVICE. IF REQUIRED, REPLACE WITH NEW 3/4" SPIRAX B1H-125 OR 3/4" ARMSTRONG 811-125 INVERTED
53 SUB-BASEMENT COL. Q24 3-SB-2 2 D 5 3/4" SPIRAX TD52 0 DRIP CO | BUCKET STEAM TRAP. TRAP WILL NEED TO BE BUSHED DOWN TO 3/8". INSPECTED 7/24/12. X X X
] STEAM MAIN STEAM TRAP IS COLD OUT OF SERVICE. HAS NEW 1/2" SPIRAX B1H-125 INVERTED BUCKET TRAP. IF REQUIRED, REPAIR WITH SPIRAX #80004
54 SUB-BASEMENT COL. @27 3-SB-2 2 B 4 1/2" SPIRAX B1H-125 115 DRIP CO  |REPAIRKIT. 1/2" NIPPLE OPEN, SHOULD BE CAPPED FOR SAFETY. INSPECTED 7/24/12. X X
] STEAM MAIN STEAM TRAP IS COLD OUT OF SERVICE. HAS NEW 1/2" SPIRAX B1H-125 INVERTED BUCKET TRAP. IF REQUIRED, REPAIR WITH SPIRAX #80004
55 SUB-BASEMENT COL. Q29 3-SB-2 2 B 3 1/2" SPIRAX B1H-125 115 oy eI I i=a R ina ity X
] STEAM MAIN STEAM TRAP IS COLD OUT OF SERVICE. HAS NEW 1/2" SPIRAX B1H-125 INVERTED BUCKET TRAP. BY-PASS DISCONNECTED. IF REQUIRED,
56 SUB-BASEMENT COL. Q26 3-SB-2 2 B 3 172" SPIRAX B1H-125 115 DRIP co REPAIR WITH SPIRAX #80004 REPAIR KIT. INSPECTED 7/24/12. X
5 SUB-BASEMENT STAIRWELL #5 COL. M23 2S84 . 5 A 274" SPIRAX B1HA25 50 | STEAMMAIN ok | STEAM TRAP IS OK. HAS NEW 3/4" SPIRAX B1H-125 INVERTED BUCKET TRAP. WHEN WORN, REPAIR WITH SPIRAX #80004 REPAIR KIT. .
DRIP INSPECTED 7/24/12.
] STEAM TRAP IS COLD PLUGGED. HAS NEW 1/2" SPIRAX B1H-125 INVERTED BUCKET TRAP. IF REQUIRED, REPAIR WITH SPIRAX #80004
58 SUB-BASEMENT DOOR #6 COL. V19 3-SB-1 1 B 3 1/2" SPIRAX B1H-125 0 DRIP TRAP CP | il K INSERTED s, X X
] STEAM TRAP IS COLD PLUGGED. HAS NEW 1/2" SPIRAX B1H-125 INVERTED BUCKET TRAP. IF REQUIRED, REPAIR WITH SPIRAX #80004
59 SUB-BASEMENT DOOR #6 COL. V19 3-5B-1 1 B 3 172" SPIRAX B1H-125 0 DRIP TRAP CP |REPAIRKIT. 10 FT. OF 2" BARE STEAM PIPE & UNION REQUIRE INSULATION. INSPECTED 7/4/12. X X X
o SUB-BASEMENT COL. N12 5SE1 A 5 ) 112 SPIRAX TD52L o | STEAMMAN ok | STEAM TRAP IS OK. WHEN WORN, REPLACE WITH NEW 3/4" SPIRAX B1H-125 OR 3/4" ARMSTRONG 811-125 INVERTED BUCKET STEAM TRAP. «
DRIP INSPECTED 7/24/12.
. STEAM MAIN STEAM TRAP IS COLD OUT OF SERVICE, DISCONNECTED. IF REQUIRED, REPLACE WITH NEW 3/4" SPIRAX B1H-125 OR 3/4" ARMSTRONG
63 SUB-BASEMENT COL. J35/K35 3-SB4 4 B 3 3/4" ARMSTRONG #3880 15 DRIP CO | 4811-125 INVERTED BUCKET STEAM TRAP. INSPECTED 7/24/12. X
3/4" PROFICIENT STEAM MAIN STEAM TRAP IS COLD OUT OF SERVICE. REPLACE WITH NEW 3/4" SPIRAX B1H-125 OR 3/4" ARMSTRONG #811-125 INVERTED BUCKET STEAM
64 SUB-BASEMENT DOOR STAIRWELL #5 COL. N-18 3-SB-1 1 D 3 S NOLOGES TaEBE2 0 e COILK | {Rap. 6" GATE VALVE LEAKS STEAM. REPAIR. INSPECTED 7/24/12. X X X
. STEAM MAIN STEAM TRAP IS OK. WHEN WORN. REPLACE WITH NEW 3/4" SPIRAX B1H-125 OR 3/4" ARMSTRONG #811-125 INVERTED BUCKET STEAM TRAP.
65 SUB-BASEMENT DOOR STAIRWELL #5 COL. K-17 3-SB-3 3 D 1 3/4" SPIRAX TD52 40 oy OKILK | 314w STEAM TRAP OUTLET UNION LEAKS STEAM. REPAIR. INSPEGTED 7/24/12. X
. STEAM MAIN STEAM TRAP IS OK. WHEN WORN, REPLACE WITH NEW 3/4" SPIRAX B1H-125 OR 3/4" ARMSTRONG #811-125 INVERTED BUCKET STEAM
66 SUB-BASEMENT STAIRWELL #5 COL. L-12 3-SB-3 3 D 2 3/4" SPIRAX TD52 40 e oKk | S R o ate X
3/4" PROFICIENT STEAM MAIN STEAM TRAP IS OK. WHEN WORN, REPLACE WITH NEW 3/4" SPIRAX B1H-125 OR 3/4" ARMSTRONG #811-125 INVERTED BUCKET STEAM
67 SUB-BASEMENT COL. P-2 3-SB-1 L D 3 TECHNOLOGIES TGEBB2 15 DRIP OK | TRAP. 8 FT 4" OF BARE 15 PSIG STEAM PIPE NEEDS INSULATION. INSPECTED 7/24/12. X
] STEAM MAIN STEAM TRAP IS COLD PLUGGED. HAS NEW 3/4" SPIRAX B1H-125 INVERTED BUCKET TRAP. IF REQUIRED, REPAIR WITH SPIRAX #80004 REPLACE
68 SUB-BASEMENT COL. P-5 3-8B-1 1 B 3 3/4" SPIRAX B1H-125 15 DRIP CP | REPAIR KIT. STEAM TRAP INLET VALVE FROZEN CLOSED. INSPECTED 7/23/12. X VALVE
o SUB-BASEMENT COL. L2 5SB.3 ] 5 ] 112" SPIRAX B1H.A25 5 | STEAMMAN ok | STEAM TRAP IS OK. HAS NEW 1/2" SPIRAX B1H-125 INVERTED BUCKET TRAP. WHEN WORN, REPAIR WITH SPIRAX #30004 REPAIR KIT. «
DRIP INSPECTED 7/23/12.
SUB-BASEMENT COL. N6 NEAR PLUMB. SHOP SUMP ] STEAM MAIN REPAIR DEFECTIVE STEAM TRAP WITH TUNSTALL #2FP-SA-125 FACE PLATE REPAIR KIT. STEAM LEAKS AT UNION OUTLET AND STEAM TRAP
70 PUMP 3-SB-1 1 F 1 1" NICHOLSON FTN-125 115 DRIP BT/LK | BODY GASKET, REPAIR. INSPECTED 8/13/12. X X X
] STEAM MAIN REPAIR DEFECTIVE STEAM TRAP WITH TUNSTALL #1FP-HF-125 FACE PLATE REPAIR KIT. CONDENSATE LINE DISCHARGE INTO BOTTOM OF
71 SUB-BASEMENT ENGINEER DOOR COL. W8 3-SB-1 1 F 1 3/4" ITT FT0125 115 o LK | CONDENSATE MAIN. SHOULD RE-PIPE. INSPECTED 712512 X X NOTE 1
] STEAM MAIN STEAM TRAP IS OK. WHEN WORN, REPLACE WITH NEW 1/2" SPIRAX B1H-125 OR 1/2" ARMSTRONG 811-125 INVERTED BUCKET STEAM TRAP.
72 SUB-BASEMENT DOOR #4 COL. D12 3-SB-3 3 D 1 172" SPIRAX TD52 20 DRIP OK |3 FT OF 3" 115 PSIG BARE STEAM PIPE NEEDS INSULATION. INSPECTED 7/25/12. X
3/4" PROFICIENT STEAM MAIN TRAP IS DISCONNECTED, NOT IN SERVICE. IF REQUIRED, REPLACE WITH NEW 3/4" SPIRAX B1H-125 OR 3/4" ARMSTRONG #811-125 INVERTED
74 SUB-BASEMENT COL. A4 3-SB-3 3 D 3 TECHNOLOGIES TGEBAS5 0 DRIP CO  |BUCKET STEAM TRAP. INSPECTED 7/25/12. X
SUB-BASEMENT DOOR #4 STAIRWAY ] STEAM MAIN STEAM TRAP IS OK. WHEN WORN, REPLACE WITH NEW 1/2" SPIRAX B1H-125 OR 1/2" ARMSTRONG 811-125 INVERTED BUCKET STEAM TRAP.
75 COL. F12 3-SB-3 3 D 1 1/2" SPIRAX TD-52 40 DRIP OK INSPECTED 7/25/12. X
N SUB-BASEMENT DOOR #4 STAIRWAY COL. H14 2553 ) 5 s 112~ STRONG (800 IE) . STEAM MAIN co | TRAP IS DISCONNECTED, NOT IN SERVICE. IF REQUIRED, REPLAGE WITH NEW 1/2" ARMSTRONG 811-125 INVERTED BUCKET STEAM TRAP. .
DRIP INSPECTED 7/24/12.
77 SUB-BASEMENT DOOR #D50 COL. Y12 3-SB-1 1 F 3 1" NICHOLSON FTN-125 115 mqmwu_w\iz OK | STEAM TRAP IS OK, SHOWS SOME WEAR. WHEN WORN, REPAIR WITH TUNSTALL 2FP-SA-125 FACE PLATE REPAIR KIT. INSPECTED 7/25/12. X X
78 Mﬂm_.mwm/wm_,\_mzq DOOR #D50 COL.Y-12 UNDER 3-SB-1 1 F 3 3/4" SPIRAX FT30 15 mqmww\__w\_zz OK | STEAM TRAP IS OK. WHEN WORN, REPAIR WITH TUNSTALL 1FP-SA-30 FACE PLATE REPAIR KIT. INSPECTED 7/25/12. X
N SUB-BASEMENT BY PRY STATION COL Y-12 55E1 A 5 ) 112" SPIRAX B1H.125 5 | STEAMMAN ok | STEAM TRAP IS OK. HAS NEW 1/2" SPIRAX B1H-125 INVERTED BUCKET TRAP. WHEN WORN, REPAIR WITH SPIRAX #30004 REPAIR KIT. «
DRIP INSPECTED 7/25/12.
BASEMENT MECH. ROOM B-E260 AHU-1/AC31 ] HUMIDIFIER STEAM TRAP IS OK. WHEN WORN, REPAIR WITH TUNSTALL 6FP-HF-15 FACE PLATE REPAIR KIT. ELEVATED CONDENSATE 48" SHOULD
81 HUMIDIFIER 383 3 F 2 3/4" HOFFMAN FTO15H 10 DRIP OK | REPIPE FOR GRAVITY DRAINAGE. INSPECTED 7/26/12. X
82 BASEMENT MECH. ROOM B-E260 SUPPLY DRIP TO 3.B-3 3 F 5 3/4" SPIRAX FT-30 10 | STEAMMAIN OK | STEAM TRAP IS OK. WHEN WORN, REPAIR WITH TUNSTALL 1FP-SA-30 FACE PLATE REPAIR KIT. INSPECTED 7/26/12. X
HEAT EXCHANGER DRIP
STEAM TRAP INSTALLED IN PARALLEL WITH TRAP #84. STEAM TRAP IS OK. WHEN WORN, REPAIR WITH TUNSTALL #5RK-SA-30 STEAM TRAP
83 w>mm_<_mzq MECH. ROOM B-E260 HEAT EXCHANGER 3.8-3 3 F 2 2" SPIRAX FT-30 10 mxoﬂwpmmm OK  |REPAIRKIT. HAS 1/2" SPIRAX VS204 AIR VENT IN SHELL, REMOVE AIR VENT AND REPLACE WITH TUNSTALL VB-3/4 STEAM SERVICE VACUUM X X
BREAKER. INSPECTED 7/26/12.
64 BASEMENT MECH. ROOM B-E260 HEAT EXCHANGER B3 5 . ) 2" SPIRAX FT-30 0 HEAT ok | STEAM TRAP INSTALLED IN PARALLEL WITH TRAP #83. STEAM TRAP IS OK. WHEN WORN, REPAIR WITH TUNSTALL #5RK-SA-30 STEAM TRAP «
2 EXCHANGER REPAIR KIT. INSPECTED 7/26/12.
STEAM TRAP INSTALLED IN PARALLEL WITH TRAP #86. STEAM TRAP IS COLD OUT OF SERVICE. IF REQUIRED, REPAIR WITH TUNSTALL REPLACE
85 w>mm_<_mzq MECH. ROOM B-E260 HEAT EXCHANGER 3-B-3 3 F 2 2" SPIRAX FT-30 10 mxoﬂwpmmm CP  |#5RK-SA-30 STEAM TRAP REPAIR KIT. HAS BAD CONTROL VALVE. HAS 1/2" SPIRAX VS204 AIR VENT IN SHELL, REMOVE AIR VENT AND CONTROL X X NOTE 2
REPLACE WITH TUNSTALL VB-3/4 STEAM SERVICE VACUUM BREAKER. INSPECTED 7/26/12. VALVE
NOTES: COLUMN REFERENCE NOTES:
@  FURNISH AND INSTALL AN ACOUSTIC WIRELESS STEAM TRAP MONITORING SENSOR PER SPECIFICATIONS.
1. REPIPE CONDENSATE LINE INTO TOP OF CONDENSATE MAIN. ® FURNISH AND INSTALL NEW Y-STRAINERS BETWEEN SHUT-OFF VALVE AND INLET TO STEAM TRAP.
2. MAKE CORRECTIONS NOTED IN REMARKS COLUMN. @ REPLACE OR REPAIR STEAM TRAP IN ACCORDANCE WITH DESCRIPTION IN REMARKS COLUMN.
© REPIPE ELEVATED CONDENSATE PIPING AT LOCATIONS NOTED. SEE DETAILS ON DRAWINGS { 3-PH-4 | 4-02 | 4-03 | 4-04 | 4-05 }
® REMOVE STEAM TRAP AND ALL ABANDONED CONDENSATE PIPING TO A POINT WHERE THE CONDENSATE LINE IS LIVE. CAP.
@ NO WORK REQUIRED
@ REPAIR STEAM/CONDENSATE LEAK IN ACCORCANGE WITH DESCRIPTION IN REMARKS COLUMN.
® COLD STEAM TRAPS: REPAIR THE VALVES, CONTROLS ETC. AS DESCRIBED IN THE REMARKS COLUMN. INVESTIGATE AND DETERMINE THE REASON FOR ANY OTHER NON-FUNCTIONING STEAM @  NOWORK REQUIRED
TRAP THAT WERE FOUND TO BE COLD. FIX ALL ITEMS FOUND TO BE NEEDING REPAIR. (FOR PURPOSES OF THIS BID ASSUME THE CONTROL VALVES REQUIRE REPAIR OR REPLACEMENT.) DEDUCT @ NO WORK REQUIRED
ALTERNATE NO. 1. © MISCELLANEOUS
© REPLACE THE EXISTING COPPER PIPING WITH NEW STEEL PIPE AND REPLACE THE EXISTING DIELECTRIC UNIONS AND NIPPLES WITH EQUIVALENT SIZES. SEE THE REMARKS COLUMN FOR REQUIRED
WORK. SEE THE SPECIFICATIONS FOR THE REQUIRED MATERIALS AND FITTINGS. INSULATE ALL NEW & EXISTING BARE PIPE. DEDUCT ALTERNATE NO. 2.
% FURNISH AND INSTALL NEW STEAM VACUUM BREAKERS IN ACCORDANCE WITH THE REMARKS COLUMN.
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